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POWER SMART WEIGHING
WHEEL LOADER SCALE

TECHNICAL DATA
• Accuracy: ±0.5-2 % of the capacity 

• Increment: 20 kg / 50 kg 

• Operating temperature: -25°C to +40 °C 

• Voltage 9-30 VDC 

• Size 198x194x62 (W/H/D)

• Colour 5.7”, backlighted LCD touch screen with 
320x240 resolution

•  Illuminated keyboard

• Short cut keys for routine activities

• Log memory for 10 000 weighing receipt

• Self-diagnostics for pressure sensors

• CAN open between the instrument and DMU 

• Connections: Ethernet, 3 *USB for software updates, 
memo item modifying and data transfer (option)

• Data transfer options: WLAN, GPRS, USB1

• USB: FAT, FAT16 or FAT321

1 Power 300 model

FEATURES
• Basic weighing

• Memo weighing

• Storage weighing

• Tip-off feature

• Static weighing

• Tamtron Smart Weighing Technology

• Continuous measurement during the 
whole lifting

• Adjustable weighing point 

DELIVERY INCLUDES
• Weighing instrument

• Tamtron Smart Technology

• DMU scale electronics

• USB memory (300 U), WLAN module (300 W)

OPTIONS
• Rear-view camera

• Printer

• External keyboard

• Immobilizer - vehicle monitoring system

• Upgradable to more advanced Power models

• Verification to commercial use
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POWER SMART WEIGHING
WHEEL LOADER SCALE

Power 300 Power 200 Power 100 Power 50

Memos 12 8 2 —
Memo items 10 000 10 000 1000 —
Log memory 10 000 10 000 10 000 10 000

Languages 10¹ 10¹ 10¹ 10¹

Calibrated scoops 8 8 8 8

Weighing modes 3 3 3 1

Sum report    

Memo report    —
Log report    

Summary report   — —
Control sheet   — —
Data transfer 

2 — — —
1 Language options: English, Spanish, Portuguese, German, French, Finnish, Swedish, Russian, Estonian, Norway 
2  Data transfer: 300i GPRS, 300W WLAN, 300U USB

Power 100-300 models available 
as Power PC and can be installed 
to on-board computer.

Tamtron Oy ISO 9001:2008 certificate

Quality assurance of the Production Process, 
Module D (Measuring Instrument Directive 
2004/22/EC, Annex MI-006) certificate

Power Smart Weighing 
Type Approval 

certificate

Declaration of 
Conformity to 

Type and 
CE-marking


